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PELLET TRAP
ASSEMBLY INSTRUCTIONS

PACKAGE INCLUDES:

TRAP IS A SELF LOCKING. NO HARDWARE REQUIRED FOR ASSEMBLY.

4. Once tabs from Plate B are inserted 
into tab slots in plate A fold Plate B 
up as shown.

5. Now that Plate B is seated, walk 
through steps 2-4 and assemble 
Plate C the same.

3. Insert Tabs from Plate B 
into the inside of Plate A 
as shown. (Fig.3)

2. Gather Plates A. and B. 
(Fig. 2)

4 WALL PLATES
(A. B. C. D.)

BASE MOUNT
(MOUNTING 
HARDWARE 

NOT INCLUDED)

3 VARIOUS SETS OF 
15 PAPER TARGETS

1. Place Plate A with insert slot 
tabs facing UP
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7. Plate D will slide down 
through mating slots of 
Plate B and C (Fig. 8)

8. All four walls are locked into 
one another, it is time  to 
assemble trap walls to 
base mount

6. Three of the Four walls are 
now assembled. Wall D will 
fi nalize locking assembly 
system

Mount and Trap wall assembly 
complete. Insertion of Paper 
target follows:

11. slide paper target downward 
through alloted slots (Fig.12)

14. Fig. 13 shows completion 
of assembly of Pellet Trap 
with Paper Target inserts

10. Trap walls will slide 
down into base mount 
with Plate D facing 
down Entering slots 
on base mount fi rst. 
Fig. 11
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