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4. Guide the slide onto the frame rails from the front.
5. Insert the slide catch lever in until is stops on the slide.  
6. Retract the slide until the tab on the slide catch lever aligns with take down 
notch on the slide. 
7. Push the slide catch lever in the remaining distance and allow the slide to move 
forward  in a controlled fashion.
8. Press the decocking lever down. (not applicable on DAO pistols) 
 

Step 4		     	       Step 5

Step 6				    Step 7

F
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Step 8

F
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Step 2 Step 3

8.5 Magazine Assembly

1. Orient the magazine follower on the magazine spring and insert into the bottom 
of the magazine tube.

 W WARNING

The magazine spring is being compressed during assembly. Guard the magazine 
insert and magazine spring with your thumb to control magazine spring tension. 
Uncontrolled release can cause injury. Wear eye protection.

2. Insert the magazine spring fully into the magazine tube until the magazine 
insert is flush with the magazine tube bottom.
3. Holding the magazine insert in place, slide the magazine floorplate onto the 
magazine tube lips until the magazine floorplate is locked in place by the maga-
zine insert.
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8.6 Function Verification

The function check is performed on the assembled pistol to verify functionality. It 
should be performed after the completion of repairs and after each cleaning and 
assembly of the pistol.

 W WARNING  – MAINTENANCE 

Verify the magazine is removed – visually and physically confirm the pistol is 
unloaded before attempting disassembly or performing any maintenance steps. 
Failure to ensure the firearm is unloaded could result in unintentional discharge, 
causing injury or death.

VERIFY THE FIREARM IS UNLOADED
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1. Ensure the magazine is removed and the pistol is unloaded (see section 6.0 
“Unloading the Pistol”).
2. Check recoil spring function/slide travel.
 a. Retract the slide fully and release.
 b. Verify the slide locks fully in the closed position. 
 c. Repeat the procedure.
3. Check the trigger mechanism:
 a.  Pull the trigger fully to the rear.
 b.  As the trigger is pulled rearward, verify the hammer cocks. At the end of  
 trigger travel, the hammer should fall forward firmly.

Step 2a

Step 3a - 3b

FF

F
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4. Check slide catch lever. 
	 a. Insert an empty magazine.
	 b. Retract the slide fully and release.
	 c. Verify the slide is locked to the rear by the slide catch lever.
	 d. Depress the slide catch lever.
	 e. Verify the slide is released and closes in the locked position.
	 f. Remove the magazine.

Step 4a, 4b & 4c	         Step 4d & 4e	               Step 4f

Step 5d

F

F

5. Inspect the magazine.
	 a. Check the condition of the magazine tube.
	 b. Verify the magazine floorplate is secure.
	 c. Check for free movement of the magazine 		
	 follower and spring.
	 d. Insert the magazine into the pistol and remove.	
	 Verify smooth insertion. 
	 Check the magazine catch for clean engagement 	
	 and smooth release.

F
F

F

F

F
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6. Inspect the pistol exterior.
	 a. Inspect the general condition of the pistol.
	 b. Check the sights, body, slide, and takedown lever for damage.
	 c. Verify the front and rear sights are secure.

 W WARNING  –  INSPECTION

Never use a firearm or magazine that shows signs of damage or fails a function 
check. Verify the magazine is the correct model and caliber for the pistol. If the 
condition or function of the pistol or magazine is suspect, return the pistol or 
magazine to SIG SAUER for evaluation.

VERIFY THE CONDITION AND FUNCTION
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9.0 Pistol Adjustments

9.1 General Information

The SP2022 pistol is designed for both right-hand and left-hand operation 
and a variety of hand sizes. The slide catch lever can be operated from either 
side. The magazine catch may be repositioned to either side based on shooter 
preference. The grip module may be replaced by the shooter, providing a range of 
ergonomically correct grip configurations.

 W WARNING   –  UNLOADING

Verify the magazine is 
removed and visually and 
physically confirm the 
pistol and chamber are 
unloaded before attempting 
disassembly or performing 
any maintenance steps. 
Failure to ensure the firearm 
is unloaded could result in 
unintentional discharge, 
causing injury or death.

VERIFY THE FIREARM IS UNLOADED
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9.2 Magazine Catch Removal and Reversal

1. Depress the magazine catch until the back protrudes slightly from the opposite 
side and hold.
2. On the protruding side, press the straightened end of a paper clip into the hole 
on the back side of the magazine catch to release the magazine catch stop.
3. Remove the magazine catch stop.
4. Remove the magazine catch and magazine catch spring, keeping the two 
pieces together.
5. Insert the magazine catch and magazine catch spring on the desired side of the 
pistol body.
6. Insert the magazine catch stop from the opposite side until the magazine catch 
stop latch engages.

Step 2			            Steps 3 & 4

Steps 5 & 6

F u
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 W WARNING  – DISASSEMBLY

Do not attempt to disassemble your pistol beyond the point explained in this manual. 
Further disassembly should only be done at the factory. Some of the components 
require special skills, tools and fixtures for disassembly.

DO NOT DISASSEMBLE BEYOND INSTRUCTIONS
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 W WARNING  – ALTERATIONS

This product was designed to function properly in its original condition. Altera-
tions can make it unsafe. Do not alter any part or add or substitute any parts or 
accessories not manufactured by SIG SAUER for this pistol.

DO NOT ALTER ANY FIREARM
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10.0 Sights

10.1 General Information

The SP2022® pistol is equipped with high contrast or SIGLITE™ Night Sights. The 
front sight is drift adjustable for windage. Both the front and rear sights are 
available in different heights, which allows for elevation adjustments.

 W WARNING  – SIGHT ADJUSTMENT

Sight corrections should only be performed by someone with the necessary 
knowledge – the pistol could become damaged.

10.2 Windage (Left/Right) Adjustment

Adjust the point of impact left or right by moving the front sight in its dovetail. 
Move the front sight in the direction of the impact – if the rounds impact left of 
target, move the front sight left to correct. If the rounds impact right of target, 
move the front sight right to correct. Moving the sight 0.02” changes the point of 
impact approximately 3” at 25 yards.

Impact left of point of aim       Impact low of point of aim

Note: A Sight 
Adjustment Tool 
P/N 8500319 is 
available from SIG 
SAUER that makes it
easier to adjust 
or change sights.
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 W WARNING  – SIGHT ADJUSTMENT

Sight corrections should ONLY be 
performed on an unloaded firearm. 
Manipulating the sights on a loaded 
firearm could result in unintentional 
discharge, causing injury or death. 
Visually and physically confirm the 
pistol is unloaded before making sight 
adjustments.

DO NOT ADJUST THE SIGHTS ON A LOADED FIREARM
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11.0 Transportation and Storage

When transporting your firearm to and from shooting activities, keep it unloaded 
for your safety and for the safety of others. When storing your firearm, keep it 
separated from ammunition, under lock and key if possible, and out of the reach 
of children and other inexperienced or unauthorized persons.

 W WARNING  – STORAGE

Never place or store any firearm 
in such a manner that it may be 
dislodged. Firearms should always 
be stored securely and unloaded, 
away from children and other 
unauthorized users. Use the locking 
device originally supplied with this 
firearm for storage. The use of a 
locking device or safety lock is only 
one aspect of responsible firearms 
storage. For increased safety, 
firearms should be stored unloaded 
and locked in a location that is both 
separate from their ammunition and 
inaccessible to children and any 
other unauthorized person.

STORE SECURELY AND UNLOADED
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12.0 Service and Parts Policy

12.1 Parts Policy

Our Service Department maintains a full complement of replacement parts. Even 
though most gunsmiths have the knowledge, training, and the ability to make 
necessary repairs to your firearm, the skill and workmanship of any particular 
gunsmith is totally beyond our control. 

Should your firearm ever require service, we strongly recommend that you return 
it to SIG SAUER (see section 12.3 “Shipping Firearms for Repair”). A firearm is a 
precision instrument and some replacement parts will require individual fitting to 
ensure correct operation. A wrong part, improper fitting, or incorrect mechanical 
adjustment may result in an unsafe condition or dangerous malfunction, damage 
to the firearm, or cause possible serious injury to the shooter or others.

IF ANY PART IS ORDERED WITHOUT RETURNING THE FIREARM TO SIG SAUER, the 
customer bears full responsibility for ensuring that the part supplied is correct for 
their particular firearm and is properly installed and fitted by a qualified gunsmith.

SIG SAUER CANNOT BE RESPONSIBLE FOR THE FUNCTIONING OF ANY FIREARM IN 
WHICH REPLACEMENT PARTS ARE INSTALLED BY OTHERS.

 W WARNING  – PARTS PURCHASERS

It is the purchaser’s responsibility to be absolutely certain 
that any parts ordered from the factory are correctly fitted 
and installed. Firearms are complicated mechanisms and 
IMPROPER FITTING OF PARTS MAY RESULT IN A DANGEROUS 
MALFUNCTION, DAMAGE TO THE FIREARM, AND SERIOUS 
INJURY TO THE SHOOTER AND OTHER PERSONS. The purchaser 

and installer of parts must accept full responsibility for the correct adjustment and 
functioning of the firearm after such installation.

PARTS MUST FIT CORRECTLY
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12.2 Service Policy

If you have questions concerning the performance or servicing of your firearm, 
please write or call:

SIG SAUER, Inc.
Attention: Customer Service

72 Pease Blvd, Newington, NH 03801
Phone: (603) 610-3000 ext. 1

Fax: (603) 766-7002

IF YOU DO NOT UNDERSTAND THE INSTRUCTIONS FOR OPERATING 
YOUR PISTOL, IT IS YOUR RESPONSIBILITY TO CALL OUR CUSTOMER 
SERVICE DEPARTMENT AT (603) 610-3000 EXT. 1 BEFORE USING YOUR 
FIREARM.

12.3 Shipping Firearms for Repair

In the event you need to return your firearm to the SIG SAUER Service Depart-
ment, here’s what to do: 

1. First contact Customer Service at (603) 610-3000 ext. 1 for an RMA number, 
which will allow SIG SAUER to track the status of your return from its receipt at 
SIG SAUER through its return to you. Please do not send your firearm until you 
obtain an RMA number. 

2. Make sure that the chamber and magazine(s) are unloaded and that no am-
munition is included with your returned firearm.

3. Package the firearm securely to prevent damage. Enclose a letter that includes 
your name, street address, daytime phone number, model and serial number,  
and a detailed description of the problem you have experienced or the work you 
want performed. With the exception of extra magazines, do not include any other 
accessories such as scopes or mounts.
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4. Generally, an individual may ship firearms to the manufacturer for repair or 
service. Some states and localities, however, prohibit this. If you live in such 
an area, the firearms must be shipped by and returned to a federally licensed 
firearms dealer. 

5. Federal law prohibits persons who do not possess a Federal Firearms License 
from shipping a firearm via the U.S. Postal Service. (Note: any shipment of fire-
arms outside U.S. borders is subject to the export laws of the United States and 
to the valid laws of the specific country, which you must strictly follow; prior to 
exporting any firearm you should seek legal counsel.)

6. SIG SAUER is not responsible for any firearm until it is received, nor for damage 
incurred during shipment.

7. Ship your firearms insured and prepaid (we do not accept collect shipments) to:

SIG SAUER, Inc.
Attention: Service Department

18 Industrial Drive Exeter, NH 03833

Don’t forget to write your RMA number on the package.

A copy of this instruction manual should always accompany this pistol 
and be transferred with it upon change of ownership.
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 W WARNING  – SHIPPING

Before shipping any firearm, be absolutely 
certain that the firearm and its magazines are 
unloaded.

DO NOT ship ammunition with a firearm. Failure 
to follow this warning could result in uninten-
tional discharge, causing injury or death.

VERIFY THE FIREARM 
IS UNLOADED
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Slide Assembly

Barrel

Recoil Spring
and Guide

Frame Assembly

Slide Catch
Lever

Magazine
Assembly

Grip

13.0 Field Strip Diagram

The following diagram depicts the level of authorized disassembly by the end user 
for preventive maintenance and cleaning. Any further disassembly is not authorized 
unless performed by a licensed gunsmith or a certified SIG SAUER Armorer.
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SIG SAUER® Limited Lifetime Firearms 
Warranty

SIG SAUER® warrants that the enclosed firearm was originally manufactured free 
of defects in material, workmanship and mechanical function. For the lifetime 
of the original purchaser, SIG SAUER agrees to correct any defect in the firearm 
for the original purchaser by repair, adjustment or replacement, at SIG SAUER’s 
option, with the same or comparable quality components (or by replacing the 
firearms at SIG SAUER’s option); provided, however, that the firearm is returned 
unloaded and freight prepaid to:

SIG SAUER
72 Pease Blvd

Newington, NH 03801

This limited warranty is null and void if the firearm has been misused, damaged 
(by accident or otherwise), fired with  handloaded, reloaded or improper 
ammunition, fired with an obstruction in the barrel, damaged through failure 
to provide reasonable and necessary maintenance as described in the manual 
accompanying the firearm, or if unauthorized repair or any alteration, including 
of a cosmetic nature, has been performed on the firearm. This limited warranty 
does not apply to normal wear and tear of any parts. Subject to the foregoing, 
this limited warranty confers the right to have the covered firearm or its parts 
repaired, adjusted or replaced exclusively upon the original purchaser, which 
right is not transferable to any other person. No implied warranties of any 
kind are made herein and this warranty does not apply to any accessory items 
attached or appurtenant to the firearm. In no event shall SIG SAUER be liable for 
any incidental or consequential damages arising from or in connection with this 
limited warranty.
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